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Predator® Medium LED

Hazardous Locations

Catalog Number

Notes

Type

Description

The Hazardous Predator LED floodlights are built to withstand
the harshest environments without sacrificing performance.
Versatile and effident, Hazardous Predator LED floodlights
offer superior field to beam ratios in a rugged, corrosion-
resistant housing. The Hazardous Predator LED floodlight
offers one-for-one replacements for 100W to 400W HID while
offering up to incredible energy savings.

Optics

« Highly specular intemal reflector provides superior field to
beam ratios.

« NEMA beam pattern choices of 4X4, 4X5, 5X5, 6X5, and 6X6
provide uniform illumination for any application.

- Borosilicate prismatic glass lens doesn't fade, discolor or
otherwise degrade in harsh environments optimizing light
levels over time.

« Replaces 100-400 watt HID luminaires.

Electrical
« CRI>70(nominal)is standard.
« 4000K or 5000k CCT available.

- Surge protection device provides IEE/ANSIc62.4 (10kV/5kA)
level of protection.

Typical Applications

« Petroleum refineries - Power generation plants

Mechanical

« Robust cast aluminum housing with low copper content
{0.6% CU content) and durable epoxy finish withstands
harshand hostile environments.

« Designed to withstand 3G vibration.

« Stainless steel yoke mount.

« Removable door contains all driver and LED components
and includes quick electrical disconnects.

- Rated -40C to 40C ambient.

Listings

- UL 844 Class I Div Il Group A, B, C,D
« UL 1598 Wet location

- P66

« Temperature code: T2B

Warranty

5-year limited warranty. Complete warranty terms located at:
www.acuitybrands.com/CustomerResources/Terms_and
Conditions.aspx.

NOTE: Actual performance may differ as a result of end-user
environment and application.

Al values are design or typical values, measured under
laboratory conditions at 25 °C.

Spedifications subject to change without notice.

Dimensions: inches (millimeters) unless otherwise noted.

Height: 15.3 (389)

« Ethanol facilities - Paper mills
« Chemical plants « Industrial perimeters Whdth: 248 (631)
« Waste water & water « Foundries DEPth: 153 (389)
l:lls treatment plams . Manufa(turing planlS WEIght 47 Ibs. {21 3 kg}
LISTED
ORDERING INFORMATION Example: HPFM 2 5K 10A AS 44 3 L BP
Series Number of LEDs Colortemperature Drive current Voltage Beam pattern
HPFM 2 2modules 4K 4,000K CCT 10A 1050 mA driver AS  Auto-sensing (120 thru 277V) 44 4xd prismatic glass
3 3 modules 55,0006 CCT 07A 700 mA driver 12 120V 45 45 prismaticglass
4 4modules 20 208V 55  5x5prismatic glass
5  5modules P 65 65 prismaticglass
6  6modules 27 0N 66 66 prismatic glass
AH  Auto-sensing (347 thru 480V)
M4 M4
43 480V

Mounting

3 Yokestainless steel BP

4 Yokegalvanized GP
HP
Wp
P

Black super durable with epoxy primer
Gray super durable with epoxy primer
Graphite super durable with epoxy primer
White super durable with epoxy primer
Bronze super durable with epoxy primer

Power cord/Wiring box

0463 4 power cord 16 gauge, with
witing box

0443 4 power cord 14 gauge, with
wiring box

0423 4 power cord 12 gauge, with
witing box

Options
NL NEMA label
T Tool-less entry with latches

F1 Single fusing’
F2 Double fusing?

Accessories: Order as separate catalog number.

Notes

1 Must specify voltage 12, 24, 27, 34. Fusing not permitted for
use in Canadaper (22.2 No. 137 dause 3.4.11.

2 Mustspecify voltage 20, 24,48 Voltage code only. Fusing not

HPFMFV-BP Full visor, Black? HPFMFY-ZP Full visor, Bronze HPEMUBY-WP Upper/bottom visor, White* permitted foruse in Canadaper (22.2 No. 137 dause 3.4.11.
HPFMFY-GP Full visor, Gray? i HPFMUBY-BP Upper/bottomvisor, Black* | HPFMUBV-ZP Upper/bottom visor, Bronze* | 3 Not availablewith HPFMUBV-XX, HPFMVG, HPFMWWG.
HPFMFV-HP Full visor, Graphite> | HPFMUBV-GP Upper/bottomvisor, Gray* | HPFMVG Vandal quards 4 nﬂtﬂ\fﬁi:ﬂg:ew“:ngmm—ﬂ% HEM;}EJHHPPFWLEF'H
i x 5 Mot availablewit X XX, XX
HPFMFV-WP Full visor, White3 HPFMUBVY-HP Upper/bottom visor, Graphite HPFMWG Wire guards 6 Mot available with HPFMV_X, HPFMUBV-X, HPEMG.
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Hazardous Locations LEADER IN LIGHTING SOLUTIONS J SOLDEXE A
DIMENSIONAL DATA

Mounting yoke with 2 clearance

15. holes for 3/8" diameter bolts,
(389 2" (5Tmm) apart
200 2x.438
= oqd T
1.00 \ 780
OPERATIONAL DATA
Operating temperature codes for hazardous locations:
Max ambient Class 1, Division 2 Groups
LT ‘ rating ‘ A,B,C,D
Al 40°C 18
OPERATING CHARACTERISTICS
HPFM Predator flood 1050mA 4000K, 70CRI HPFM Predator flood 700mA 4000K, 70CRI
1050mA ‘ Distribution ‘ Delivered lumens Input watts ‘ LPW 700mA ‘ Distribution Delivered lumens Input watts LPW
44 9472 113 4
45 9544 114 45
2modules 55 10177 84 122 2modules 55
65 10283 13 65
66 9942 119 66
44 14159 114 4 10444 129
45 14266 114 i 10523 130
3 modules 55 15213 125 122 3 modules 55 1222 81 139
65 15371 13 65 11338 140
66 14861 119 66 10963 135
4 18650 113 4 13757 128
45 18791 114 45 13861 129
4modules 55 20039 165 121 4modules 55 14782 107 138
65 20246 122 65 14935 139
66 19575 118 66 14440 134
4 22920 m 44 16907 126
45 23093 112 45 17035 127
5 modules 55 24627 206 120 5 modules 55 18166 134 136
65 24882 121 65 18354 137
66 24057 117 66 17746 133
4 23 110 44 20003 125
45 27323 m 45 20155 126
6 modules 55 29137 246 118 6 modules 55 21493 160 134
65 29439 120 65 21716 136
66 28463 116 66 2099 131
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